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PE Flame Retardant Masterbatch PB-6112DM
Introduction：

PB-612BM flame retardant masterbatch is a flame retardant masterbatch specially designed for PE and

PP ultra-thin and ultrafine products. It is produced using traditional environmentally friendly bromine

antimony flame retardant system combined with phosphorus nitrogen flame retardant, and is highly

efficient. Has ultra-high dispersion effect and stable flame retardant efficiency. Does not affect the melt

strength of films and pipes. This product is a white particle and cannot be made of transparent material.

Index:

Recommended dosage：It is recommended to add 20% in PP thin-walled products to achieve UL-94V0

effect.

It is recommended to add 25-28% in HDPE and other polyolefin thin-walled products to achieve UL-94

V0 effect.

Remarks
1、 The above technical parameters and recommended dosage are only reference values, and appropriate

adjustments need to be made according to the ingredients of the product formula during use.

2、 This product can achieve the desired flame retardant effect without the need for co calibration agents.

3、 This product is a non-toxic chemical additive, but it is refused to be used in food. During use, try to avoid

contact with children to prevent accidental ingestion and injury.

4、 This product should not be shared with calcium carbonate, otherwise it will lose its flame retardant effect.

Appearance White particles Flame retardant
content%

≥80% Br Content % ≥60%

Densityg/cm3 2.45 water content% ≤0.3% Sb Content % ≥20%

mailto:sales@jsglorychem.com

